
Authoring and Verifying Human-Robot Interactions

David Porfirio,1 Allison Sauppé,2 Aws Albarghouthi,1 Bilge Mutlu1

1 University of Wisconsin–Madison, Madison, Wisconsin, USA
2 University of Wisconsin–La Crosse, La Crosse, Wisconsin, USA

{dporfirio,aws,bilge}@cs.wisc.edu, asauppe@uwlax.edu

ABSTRACT
As social agents, robots designed for human interaction must
adhere to human social norms. How can we enable designers,
engineers, and roboticists to design robot behaviors that adhere
to human social norms and do not result in interaction break-
downs? In this paper, we use automated formal-verification
methods to facilitate the encoding of appropriate social norms
into the interaction design of social robots and the detection
of breakdowns and norm violations in order to prevent them.
We have developed an authoring environment that utilizes
these methods to provide developers of social-robot applica-
tions with feedback at design time and evaluated the benefits
of their use in reducing such breakdowns and violations in
human-robot interactions. Our evaluation with application
developers (N = 9) shows that the use of formal-verification
methods increases designers’ ability to identify and contextu-
alize social-norm violations. We discuss the implications of
our approach for the future development of tools for effective
design of social-robot applications.

CCS Concepts
•Human-centered computing→ Systems and tools for in-
teraction design; •Software and its engineering→Model
checking;

Author Keywords
Human-robot interaction, interaction design, authoring, visual
programming, verification, program analysis

INTRODUCTION
Robots have long been envisioned as social agents assisting
and interacting with people in day-to-day environments, mak-
ing deliveries at an office [30], working as a receptionist [42],
or working alongside a human worker on an assembly line
[46]. The success of these robots relies greatly on their ability
to offer a positive user experience by not only successfully
completing their task, but by also adhering to the norms and
expectations of human social behavior. Failing to adhere to
social norms can decrease interaction quality to the point of
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Figure 1. RoVer provides users with a visual environment to design inter-
actions, represents these designs as transition systems, and verifies these
systems to determine whether the interactions violate social norms.

causing interaction breakdowns. A delivery robot that continu-
ously announces its presence until acknowledged by a human
in a hospital emergency room might be so disruptive as to
discourage further use of the robot [37]. Alternatively, the
robot’s attempts at interacting with people might go unnoticed,
resulting in breakdowns in initiating social interaction [44].

Ensuring the success of robots in interacting with people will
require interaction designers and developers to carefully de-
sign robot behaviors that will adhere to the social norms and
expectations of the people with whom the robot will interact.
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This design task, however, involves several challenges: social
norms make up a large space of rules and conventions that are
highly contextualized and potentially unknown to designers;
following social norms requires appropriately coordinating
behavior across several modalities such as gaze and gesture;
and adherence to one social norm might cause the violation
of another if the norms are not holistically taken into con-
sideration. Although visual-programming [e.g., 45, 1] and
learning-based [e.g., 22, 34] approaches can facilitate the
design of robot behaviors, these approaches do not check that
robot behaviors adhere to human social norms.

In this paper, we explore how concepts and methods from
formal veri�cation, a computational approach to proving that
programs do or do not adhere to certain properties [50], can as-
sist designers in ensuring that human-robot interactions adhere
to social norms and in preventing interaction breakdowns. We
developed a method for constructing human-robot interactions
that supports automated detection of social breakdowns and
implemented it into an authoring environment for robot behav-
iors, RoVer, which employs the formal-veri�cation technique
of model checking[6] to ensure that designed interactions
satisfy social-norm speci�cations and task expectations. In
RoVer, the model checker runs in the background, detects pos-
sible social-norm violations, and reports them to the designer
who can then modify the design to ensure its adherence to the
violated social norms. To bridge the gap between model check-
ing and human-robot interaction, we formalize social norms
and expectations intemporal logic [40], a common approach
to specifying correctness properties of both software and hard-
ware. We then demonstrate how human-robot-interaction mod-
els can be composed of micro-scale interaction units, called
microinteractions, with state-basedtransition systemsas each
microinteraction's core component [6]. Modeling interactions
as transition systems and specifying social norms in temporal
logic enable the application of model checking to ensure that
the interaction adheres to the norms.

The evaluation of our approach asked designers to use RoVer
to construct interactions for a given scenario with speci�c
context-based social-norm and task properties. We analyzed
the quality of their designs and measured their experience with
the veri�cation-aided design.

In summary, our contributions are as follows:

Novel Approach to HRI Design—We present a novel ap-
proach to designing human-robot interactions in which so-
cial norms play a �rst-class role in the design process.
Veri�cation-Backed Design—Our approach utilizes formal
veri�cation techniques where human-robot interactions are
de�ned as state-transition systems and social norms are
de�ned as logical properties over interaction states.
Development and Evaluation of RoVer—We implement our
approach in RoVer, a new visual interaction authoring tool,
and assess its bene�ts and limitations.

RELATED WORK
Our work builds on prior research in social robotics, interac-
tion design, and formal veri�cation. Below, we provide brief
summaries of relevant work from these areas.

Social Robotics
The development of our veri�cation-based design approach
draws on the body of literature that establishes the design space
for robot behaviors that interact with people [e.g., 36]. When
these behaviors are designed appropriately, the robot's inter-
actions with its users are more effective and positive. When
they are not designed appropriately, interactions may result
in social and task breakdowns. This literature, for example,
describes norms for when the robot should look toward an ob-
ject of interest withreferential gazeas opposed to its partner
with af�liative gazeand highlights that the proper use of these
gaze cues can increase task outcomes and improve perceptions
of the robot [4, 20, 35]. The literature also describes norms
for cognitive gaze aversion, where a robot looks up before
speaking to signal thought,intimacy-modulating gaze aver-
sion, where a robot periodically looks slightly to the side while
speaking or listening, and�oor-management gaze aversion,
where the robot averts its gaze to “hold” or looks toward its
interlocutor to “pass” the speaking �oor [38, 3, 5].

Social norms are highly context dependent such that a behavior
effective in one context might be inappropriate in another. For
example, a study of people's perceptions of a hospital delivery
robot found that the robot's attention-seeking behavior was
perceived as being “disruptive” at a hospital unit where staff
had low interruptability but as being “friendly” at a unit where
staff had high interruptability [37]. The appropriateness of
social norms can also depend on the goals of the interaction.
For example, in situated interactions, the use ofdeictic gaze
might improve user task performance, while the use ofeye
contactmight improve user perceptions of the robot [21].

Adherence to certain social norms might also result in con�ict
with other social norms. For instance, a robot interacting with
a group of people might be designed to greet newcomers or
bid farewell to people who leave [16]. Although issuing
greetings and farewells are important social norms for most
interactions [26, 42], adhering to these norms might result in
interruptions in the �ow of the conversation in the context of
group interactions [38]. Thus, a robot's behaviors must be
carefully coordinated to manage con�icting social norms.

Interaction Design
Interaction-design tools for robots range from low-level pro-
gramming languages [e.g., 7] to visual programming environ-
ments [e.g., 11]. For example, the popular visual-authoring
environment Choreograph, developed to program the NAO
robot by Softbank Robotics, offers users the ability to visu-
ally program high-level behaviors while allowing access to
low-level control of movements [41]. RoboFlow offers pro-
gram expressiveness through a visual environment, although
it focuses on task-based programming rather than specifying
social behaviors for a robot [1]. RoboStudio [12], iCustom-
Programs [11], Interaction Blocks [45], and TiVipe [33, 8]
offer visual interfaces for the design of robot social behaviors
with a focus on usability for non-programmers. Interaction
Composer [16] also focuses on usability while providing a
design framework to increase interaction quality.

Many of the tools above have modularized the robot's behav-
iors and actions into discrete components, and some have for-



malized differentpatternsof dyadic interactions into discrete
state-transition structures [e.g., 45, 39, 18]—an approach
we adopt in the current work to formalize our underlying
representation of microinteractions. For instance, a simple
“question-answer pair” pattern can be discretized into states
for “asking” and “answering” with transitions connecting each
state. This representation supports modularity and scalability
and enables systematic computational analysis.

Formal Veri�cation
Formal veri�cation involves systematic analysis of programs
against a set of program properties or expectations [50]. The
�eld has a long history—dating back to Turing [47]—and
many different approaches to the problem. To be able to reason
about social norms, we chose to utilize the rich foundations
of model checking[6] and temporal logic [40], as interac-
tions can be viewed as state machines and social norms as
properties over traces in the state space that make up the inter-
action. Interactions can also be viewed as human-in-the-loop
systems, in which control is shared between the human and
the robot. Prior work synthesizes such systems from temporal-
logic formulas [32]. Other work inprogram synthesisenables
designers to specify the constraints of a system and its envi-
ronment in temporal logic and provides them with feedback
in the form of suggested additional environmental constraints
[31, 2], contrary to our approach of manually designing in-
teractions and receiving feedback from pre-existing temporal
logic speci�cations. While program synthesis requires a full
speci�cation of the system,automatic program repairrequires
only a partial speci�cation to correct a faulty program [19].In-
teractiverepair involves automatic modi�cations to a program
based on designer corrections to the program output [24].

Applications of veri�cation to robotics includes the check-
ing of mission-critical properties [14] and using temporal
logic and model checking to generate motion plans [15, 27].
Within socialrobotics, recent work includes applying formal
veri�cation to ensure safety and trustworthiness [48, 13, 49]
and theoretical investigations of human-machine trust through
the lens of probabilistic temporal logic [23, 28]. Prior work
also applies veri�cation to check mission-critical properties of
human-robot teamwork [9]. To our knowledge, no prior work
applies formal veri�cation techniques to human-robot interac-
tion design with a focus on checking the appropriateness of a
robot's social conduct. This paper seeks to bridge this gap.

TECHNICAL APPROACH
This section presents our technical approach to authoring
and verifying human-robot interactions by (1) formalizing
the building blocks of our approach and (2) illustrating its
application to an example design problem in RoVer.

Building Blocks
Our approach consists of three primary building blocks:

1. Microinteractionsrepresent the most granular form of an
interaction between a human and a robot. For instance,
a question-answer microinteraction may involve the robot
asking a question and the human responding.

2. Groupsencapsulate multiple microinteractions that run in
parallel and make up more complex interactions. For in-
stance, asking a question and gesturing toward an object
can be grouped together into an “inquiry” group.

3. Interactionsinclude sequences of groups that form a com-
plete interaction, such as exchanging greetings, asking a
question, and bidding farewell performed in a sequence.

Our approach also enables interaction designers to specify
social norms as logical statements and to automatically verify
if their interaction adheres to the set of speci�ed norms.

Robot Delivery Scenario
Throughout this section, we will use the example interaction
of “a robot delivering a package to a human” to illustrate how
a designer might use our tool to avoid violating social norms.
We assume that our example robot is humanoid with gaze
and gesturing capabilities and that the designer is given the
following speci�cations: (1) the interaction begins when the
robot issues a greeting to the human; (2) both the robot and
the human are already in close proximity; (3) after the greet-
ing, the human is attentive, and the robot must authenticate
the human's identity; (4) after the human has signed for the
delivery, the robot must give the delivery to the human; and (5)
after the delivery has been successfully completed, the robot
must bid farewell to the human.

In the scenario above, the robot must adhere to numerous task
requirements and social norms including the following:

Greeting norm: The robot should issue a greeting at the
beginning of the interaction [26].

Farewell norm: The robot should issue a farewell at the end
of the interaction [42].

Speech norm: The robot should not interrupt the human's
speech while the human has the speaking �oor [43, 38].

Gaze norm: The robot should coordinate its gaze during the
delivery such that it engages in referential gaze by looking at
the package during handoff [35] and otherwise in intimacy-
modulating gaze aversion by shifting its gaze slightly from
side-to-side while speaking [5].

Noninterruptability norm: The robot will properly exit the
waiting cycle after the previously inattentive human ac-
knowledges its presence and not perpetually re-issue un-
needed greetings or alerts before being acknowledged [37].

In our illustration of RoVer, we will describe how our example
delivery interaction scenario can be implemented, how the
social norms can be speci�ed and veri�ed, and how robot
behaviors that do not adhere to the norms might be revised.

Semantic Foundations
Before we proceed with describing the building blocks of our
approach, we outline its semantic foundations.

A states of the interaction between a robot and its user repre-
sents the condition of the human and the robot at a particular
point in time. For instance, in states, the human might be
speakingwhile the robot issilentor listening. Note that the



Figure 2. Left: The design of a delivery interaction as implemented in RoVer. Right: A state-space representation of the delivery interaction shown on
the left. The gray boxes represent microinteractions one of which is highlighted in blue and expanded to show labels on transitions and states.

amount of information tracked by a state can be arbitrarily
complex, depending on robot capabilities and the granularity
with which we wish to represent the interaction.

Intuitively, every action performed by the human or the robot—
e.g., the human beginning to speak—transitions the interaction
from some states to some states0. We thus view an interaction
in our system as alabeled transition system, which de�nes a
relation frominput states to someoutput states0, depending
on theactions(labels) taken by the human and the robot.

Figure 2 (right) shows an abstract view of the labeled transition
system representing the �nal design for our illustrative delivery
example. In RoVer, designers do not work explicitly with
labeled transition systems; instead, they design interactions
using higher-level syntactic building-blocks (as shown on the
left of Figure 2), which are in the background semantically
interpreted as transition systems for purposes of veri�cation.

Microinteractions
Our work modularizes patterns of interaction intomicrointer-
actionsthat include both robot and human behaviors. Our tool,
RoVer, incorporates the concepts proposed by Kahn et al. [25]
for using design patterns in human-robot interaction: patterns
must (1) capture physical and social interaction as opposed
to solely human or robot behavior, (2) be abstract in speci�-
cation and parameterizable, enabling multiple instantiations,
(3) be modular, and (4) organized hierarchically where more
complex patterns encapsulate smaller patterns.

Semantics of Microinteractions
The core building block in our approach is a microinteraction—
the smallest and simplest possible interactions between a hu-
man and a robot. Examples include theAskmicrointeraction,
which involves the robot asking a question and the human
either answering or not answering the question. Formally, we
de�ne a microinteractionm as a labeled transition system. A
microinteraction thus begins in some initial states and, de-
pending on the actions taken by the human and the robot,
progresses through multiple states until it arrives at an output
states0, when the microinteraction is considered complete.

Illustrating Microinteractions
RoVer supplies a library ofparameterizable microinteractions
that interaction designers can customize to suit their needs.

Thus, designers do not need to create microinteractions from
scratch, but they simply customize existing ones. Each param-
eter in a microinteraction can change its structure or behavior.
The parameters toAskinclude the question that the robot asks
and the answers that the robot can understand. In Figure 2,
microinteractions are denoted by colored boxes.

In Ask, the parameters do not change the structure of the
transition system but instead change the behavior of the mi-
crointeraction at runtime by linking the answers that the robot
can recognize to speci�c outputs. Within our delivery example,
the robot can be set to con�rm the human's name with the
question, “Are you <name>,” to understand the answers “Yes”
and “No,” and link them to particular outputs. If the robot does
not hear speech from the human at all or does not understand
the answer even after a few requests for repetition,Askwill
consider the human to be unable to proceed.

Groups

Semantics of Groups
In order to construct complex, nuanced interactions, our ap-
proach allows composinggroupsof microinteractions. For
instance, a group may combine the pointing behavior from
one microinteraction and the gaze behavior from another.
Formally, a groupg consists of a set of microinteractions
f m1;m2; : : :;mng. Semantically, we viewg as theparallel com-
positionof then microinteractions, denoted as follows:

m1 k m2 k : : : k mn

In other words, we consider microinteractions asn processes
that execute in parallel. Consider a scenario where a robot
is expected to hand an object to a human while it greets the
human. This design can be achieved by constructing a group
g = f mg;mhg, composed of, in parallel, theGreeterandHand-
off microinteractions, denoted bymg andmh, respectively.

Illustrating Groups
In the example delivery scenario, the interaction designer may
wish for the robot to speak to its user as it hands the package.
In RoVer, as illustrated in Figure 2, groups are depicted by
boxes containing microinteractions; for instance, thegive-
packagegroup composesHandoff andRemark.



Each group will have a set of possible input and output states
that the user can use to compose groups (as we will see later).
The possible inputs and outputs are included in Figure 2.
Readyindicates that the robot believes that the human is ready
to proceed within the interaction.Unavailableindicates that
the human has signaled in some way or the robot has reason to
believe that the human is not ready to proceed.Busyindicates
that the robot does not know whether the human is ready or not,
e.g., when the human hesitates to proceed in the task. RoVer
provides the designer with information on a group's inputs
and outputs in the form of icons placed over the representation
for each group (not included in Figures 2–3 for readability).

Interactions
Semantics of Interactions
At a high level, a network of groups transitioning among
each other creates a comprehensive transition system that
computationally represents the interaction as a whole.

An interactionis a labeled transition system that is constructed
by composing groups in two different ways. First, we can sim-
ply compose two groups—g1 andg2—sequentially, executing
the �rst group and then the second, for instance, executing
a group withGreeterfollowed by another group withAsk.
Second, we can compose groupsconditionally, whereg1 is
followed byg2 depending on some condition on the output
state ofg1. For instance, if the human ignores the robot after a
greeting, as done by shoppers observed by Satake et al. [44]
in a shopping mall, the interaction could proceed to bidding
farewell instead of proceeding with the delivery. An exam-
ple of using multiple conditions on a transition is shown in
Figure 2, through which the interaction may transition from
give-packageto standbyif the human is busy or unavailable.
All groups in Figure 2 are composed conditionally.

Regardless of how groups are composed, RoVer employs type-
checking to ensure that the outputs ofg1 are a subset of the
allowable inputs ofg2. If transitions extending fromg1 are
composed conditionally, RoVer checks to ensure that each
output state ofg1 is included in a condition exactly once.

Illustrating Interactions
Figure 2 presents a �nal design for the delivery interaction that
satis�es the criteria previously outlined. The transitions (ar-
rows) between groups denote the temporal ordering of events.
The icons around a particular transition denote the end state
that must be met within the source group in order to transition
to the target group. For instance, from thegive-packagegroup,
if the human is busy and does not accept the package, the robot
will transition to a waiting state, where it waits inde�nitely
until the human acknowledges the robot with speech.

Specifying and Verifying Social Norms
Speci�cation
Now that we have de�ned and illustrated the building blocks
of our technical approach, we discuss how social norms can be
speci�ed. A key observation of this work is that many social
norms can be succinctly expressed as formulas inlinear tempo-
ral logic (LTL), a widely used logical grammar for specifying
correctness properties of software and hardware designs [6].

At a high-level, LTL enables specifying what events should
and should not happen and in what temporal order they should
happen. In the context of the previously outlined social norms
of our delivery robot, LTL provides us withmodal operators
to formalize such statements. For instance, using theglobal
operator (denotedG), we specify conditions that should hold
in every state. Using theG operator, the speech norm of
“respecting conversational �oor” can be formalized in LTL as:

G humanSpeaking �! : robotSpeaking

In other words,in any states of the interaction, if the human
has the speaking �oor,then(! ) the robot should not speak.
Here,humanSpeakingandrobotSpeaking describe the set
of states in which the human and the robot speak, respectively.
Similarly, G allows us to check for potential con�icts in the
robot's gaze across concurrently executing microinteractions:

G :¹ referentialGaze ^ intimacyModulatingGaze º

Here, referentialGaze and intimacyModulatingGaze
describe the set of states involving different gaze types. Within
individual microinteractions, gaze behavior is designed to sat-
isfy this social norm. If one microinteraction executing the
handoff runs concurrently with another executing the speech,
the above LTL property checks that both microinteractions
will not attempt to concurrently execute both gaze behaviors.

LTL also allows us to talk about future events using the modal
operatorF. This operator enables us to check the farewell
social norm with the LTL syntax below, in whichFarewell
refers to the set of states within theFarewellmicrointeraction:

F Farewell

As a more complex example, LTL provides thenextoperatorX
to indicate something that should be true in the immediate next
state and theuntil operatorU to indicate that� should remain
true until  happens and that must happen. We check the
noninterruptability social norm with the LTL syntax as below:

» robotSpeaking ! ¹ X : robotSpeaking _
X humanReadyº ¼U humanReady

For simplicity, we useX in the above property to denote the
next microinteraction. Thus, the property translates to “until
the human is ready, if the robot is speaking, then either it will
not be speaking in the next microinteraction, or the human
will be ready to proceed.” In other words, before its user is
ready, the robot should not engage in multiple consecutive
microinteractions involving robot speech. Applying this prop-
erty to real-world human-robot interactions would address
situations where the robot repeatedly makes announcements
to, and eventually irritates, unavailable users [37].

Lastly, to check the greeting norm, we simply must ensure that
the initial state corresponds toGreeter.

Verifying Social Norms
The interaction in Figure 2 satis�es all of the norms outlined
at the beginning of this section. To illustrate how these social
norms might be violated, we will walk through constructing
the interaction in the following paragraphs.



Figure 3. A walk-through of the construction of the delivery interaction.
Satis�ed and violated properties are shown at each step. The complete
interaction is shown in Figure 2.

Figure 3a depicts the start of the design. This simple interac-
tion starts with a greeting, satisfying the greeting social norm.
The absence of aFarewellmicrointeraction leads to the viola-
tion of the farewell property. The noninterruptability property
is violated because there exists a path through the interaction,
consisting only ofGreeter, in which the human is never ready
to proceed. The human may ignore the robot's greeting, and
the interaction will terminate. The speech and gaze properties
remain satis�ed since no two microinteractions are composed
concurrently. For the violated properties, RoVer presents feed-
back in real-time during design as a list of descriptions in plain
English language, such as stating,“The interaction does not
end with a farewell,”to provide feedback on the violation of
the farewell norm. For some properties, RoVer can pinpoint
the source of the violations to speci�c groups and provide this
information to the designer, while RoVer may not precisely
localize other property violations.

Figure 3b depicts a minimally functional delivery interaction
in which the robot greets the human, con�rms the human's
identity, and hands off the package while making a remark.
The farewell property remains violated, and there now exist
two points of premature termination: after theauthenticate
group, e.g., if the robot fails to con�rm the human's identity in
Ask, and after thegive-packagegroup. Additionally, the par-
allel execution of both microinteractions in thegive-package
group has caused a potential con�ict between referential gaze
behavior inHandoff and intimacy-modulating gaze behavior
in Remark. RoVer handles gaze properties differently from
other violations in that if a gaze violation is possible, then
RoVer will ask the designer to prioritize a behavior. It is then

Figure 4. The user interface for RoVer, including adesign-model pane
that serves as the canvas for the designer to construct interactions, apa-
rameter panethat provides contextual parameter options for behaviors
and microinteractions, a library pane that provides a draggable library
of available microinteractions, and afeedback panethat provides the de-
signer with feedback based on veri�cation analysis.

left to the designer to select the referential gaze behavior. Now,
the noninterruptability property remains violated, because the
self-loop on thesay-hellogroup makes it possible for the robot
to speak in two consecutive microinteractions before being
acknowledged by the human.

Figure 3c shows an almost-complete interaction. The gaze
property violation has been addressed by prioritizing a speci�c
gaze behavior. If referential gaze is successfully prioritized,
the robot will keep its eyes on the package even while si-
multaneously speaking to the human. Similarly, the farewell
property violation has been addressed, as all paths through
the interaction lead toFarewell, assuming that the human
does not keep the robot waiting forever without responding
(which is known as afairnessconstraint in model checking
[6]). The noninterruptability property remains violated for the
same reasons as before. The speech property is now violated
as the robot speaks withinFarewelland by default prompts
the human to speak inWait. The parallel execution ofWait
andFarewell might cause the robot to interrupt the human.
Farewellmust contain robot speech, butWait can be parame-
terized such that the robot does not prompt the user to speak.

In the �nal version of the delivery interaction, shown in Figure
2, the violation of the speech property has been �xed by pa-
rameterizingWait, and the violation of the noninterruptability
property has been addressed by adding theno-interruptgroup,
so that the robot waits silently for the human's attention.

Implementation
RoVer is implemented in Java version 8 and uses the PRISM
Model Checker [29] to perform veri�cation of interaction de-
signs in the backend.1 The user interface for RoVer is depicted
in Figure 4. Interaction designs can be saved in XML format.
At any point while designing an interaction, users can simulate
their interactions on a robot platform, which causes an XML

1The source code for RoVer is publicly available as open-source at
https://github.com/Wisc-HCI/RoVer.
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